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Company:
Adress:

The contact person:

Telephone:

Installation location:

Project name:

Process:

DN, mm:
Pipe material:
Outside diameter, mm:

Pipe thickness, mm:

Measured liquid:

®

The presence of aggressive

components in the environment,

Hz S, volume,%:
Gas phase%:

Viscosity, sSt:

Flow range, m3/h

Operating pressure, MPa

Liquid temperature, °C

Ambient temperature, °C

Telephone: +7 (846) 202-00-65

Datasheet
ultrasonic flowmeter UZS-1M

E-mail:

Process characteristics

Select the optiol

solid impurities, %:

min:

LLC NPP KuibishevTelekom-Metrology
E-mail: info@ktkprom.com

Date:

max:
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Quantity:
Compact version:

Field version:

Mounting kit version
(installation on an existing

pipeline)

Connection type with piping:
Flange surface:
PN, MPa:

Exproof
Accuracy, %

Output signal:

Body and flange material

Counter flanges

Thermal cover

Telephone: +7 (846) 202-00-65

Datasheet
ultrasonic flowmeter UZS-1M

Flowmeter requirements

Hot jacket:

Distance between the measuring section
and information processing unit, m:

(max 200 m)

the need to mount transceivers Mass flow measurement (the flowmeter
under pressure is completed with a density meter,

temperature / pressure sensors)

Select the option

Select the option

Select the option

Select the o Heat calculator
Impulse
Current  Select the option Ethernet (slave)
RS-485 Current input (+HART)

Select the option Certificate NACE:

Additionally

Fasteners and gasket

Replacement coils Power supply 220V/24V

Comments

LLC NPP KuibishevTelekom-Metrology
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